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Pattern diagram
Horizontal pattern

Beam 1 to 4 (Row 1), Beam 9 to 12 (Row 3)

Beam 5 to 8 (Row 2), Beam 13 to 16 (Row 4)
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Frequency:

5.125 GHz - 7.125 GHz  

Frequency:

5.125 GHz - 7.125 GHz  
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Vertical pattern

Beams and connectors
Plan view resultant beam layout
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Frequency: 5.125GHz-7.125GHz

B 9-12
Row3

B 1-4
Row1

Plan View Resultant Beam Directions

Frequency: 5.125GHz-7.125GHz

B 13-16
Row4

B 5-8
Row2

0° 

RL MS-16.16W45 Instruction Manual Rev2 090626 Page 4 of 6



Connector layout

 

Connector port table
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Top BottomTop Bottom Top Bottom Top Bottom
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Top BottomTop Bottom Top Bottom Top Bottom
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Bracket installation
Brackets, bolt and nuts Tools

Bracket spacing and installation sample3.30

3.00
3.10 3.20

Adjustable spanner

M12 spanner

Bolts & NutsBrackets

12

Nuts

Qty

FW

Qty

SW

QtyQty

M12 x 250mm 4

Bracket

Qty

Bolts

20 122

Size

Before 
installation

Before 
installation

After 
installation

Important Note:
Remove radome protective foam only after 
the antenna is secured.
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